A glazed panel must be protected using one of the following:
1) Safety glazing conforming to 16-CFR-1201
2) Provide an 18" bulkhead
3) A single horizontal bar of handrail strength
4) A planter not less than 18" high through upper level
If this panel or unit is within 24" radius of an operable door in closed position (in plane) and below the top of the door, however a 48" radius is required for doors located in the RVHS (2411.4.3.2).

A glazed panel must be protected using one of the following:
1) Safety glazing conforming to 16-CFR-1201
2) Provide an 18" bulkhead
3) A single horizontal bar of handrail strength
4) A planter not less than 18" high through upper level

Fixed or operable panel adjacent to a door (2406.3.6) (2411.4.3.2)

A glazed panel must be protected using one of the following:
1) Safety glazing conforming to 16-CFR-1201
2) Provide an 18" bulkhead
3) A single horizontal bar of handrail strength
4) A planter not less than 18" high through upper level

Within 60" of a pool or spa (2406.3.9.1 & 9.2)
Glazing adjacent to a stairway, ramp or landing within 36" of a walking surface, when the exposed surface of the glass is less than 60" above the plane of the adjacent walking surface. (2406.3.1.0)

Glazing adjacent to a stairway within 60" horizontally of a bottom tread of the stairway in any direction, when the exposed surface of the glass is less than 60" above the nose of the tread. (2406.11)

A glazed panel must be protected using one of the following:
1) Safety glazing conforming to 16-CPR-1201
2) Provide an 18" bulkhead
3) A single horizontal bar of handrail strength
4) A planter not less than 18" high through upper level